CCA LED Cavie & CCA RGB Cable

Construction and Characteristics

& MNEHZA Ratings
- AC 30V, DC24V 0|5}. Below AC 30V, DC 24V

@ £t Reference Standards

\ \ - UL Subject 758 & UL2880 style No.2468
HAx| | - KS CIEC 60227-5, M7|2&E2tH7|= K 60227-5
PVC Conductor

¢ N EE0f Applications

=
// - TIIERZ|7] 7| Fef LR bl E T M

Inside wiring of electric machine and lighting appliances
- LEDZY7|FLIRHM, S| Mol EE LED 2& HiM

\ Wiring for LED lighting circuit and LED modules

@ HZEZ Features
- CCAXX &==p5h SH4E 15% AXHEHALE
Using only 100% high pure quality of CCA material made in Korea
- HAAX| ZiE HE PVC(Poly Vinyl Chloride) 70C~ 80C At
/ Use only insulation PVC materials in articles of best quality
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S-CCA 0.75mx2C (LED Cable)

& HH™ Merits
- CCAAX &=~ st HECHALBSI0] BEHM S 24
Good quality using pure CCA conductor made in Korea
- SfQQUE L= EMALAIE HIZE0] Hs SHds 24
Have good current capacity rather than the other manufacturer
- SY BHel 4% 5 HM Ot 712 XY

Inexpensive price as compared with same size general copper cables

S-CCA 0.75mx4C (RGB Cable)

= Conductor AR PVC thick. | etz Ellxtﬂllﬂﬂg xoixiof | Zx12I0|
Model No. ERaks N | fAasd | mae Overall | condiuctor | Puncture | Wrapping
& WS Sectional TS 'Ll-_'_-_'— A BZEA | piameter Resistance | \oltage | length
Size Material Area Composite| Minimum | Mean EXW 20
mm? mmXeach mm mm mm Q/km Vac /1min | m/spool
S-CCA
075¢ | CCA | 075 |018x30| 030 | 060 1-(%41-)0 3537 | 2000 | 190
_2C — V.
S-CCA
20X79
O_75£rrf CCA 075 |018x30 | 0.30 060 | ‘(4qf | 3537 | 2000 é(c))%

HA|AFEE Marking

@ CCA Cable 0.75mmx2C CCA LED Cable 0.75mn" (2= SQMM)x2C Max 80°C Young Won -RoHs- AC30V DC24V
® CCA Cable 0.75mx4C CCA LED Cable 0.75mr (55= SQMM)x4C Max 80°C Young Won -RoHs- AC30V DC24V
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