UL Wire, UL Style No.1007 Insulation Electric Wire (Single Conductor) 12

Construction and Characteristics

& 2 Use
- 7|, MR 17| iR M E
Inside wiring of electric and electronic machines

& A Ratings
- (UL)80TC 300V

HoAH| |
PVC Conductor

@ t91M Flame retardant
- VW, FT-1 BHESS
Satisfies VW-1 and FT-1 grade

& X834 Standard

_— =

& 21Z7|2 Certification Agency
- UL Underwriters Laboratories Inc.

= Conductor HAF insulation MY ey | sR%E
oA | 2as — e AC Allowable
g 74 74 o, | BAEA | BEA | 24 gggggﬁgg Withstand | Current
Type - | Construction Digr%ete'r Min.thick | Ave.thick | Diameter | 5o Voltage | (reference)
AWG size | No/mm mm mm mm mm Q/km V/imim A
30 |7/0100T | 0.3 115 354.24 23
28 | 7/0127T | 038 125 223.70 3.0
26 7/016T | 048 135 139.72 40
7/016T | 0.61 89.03
24 020 T [ 06 145 85.93 53
7/0.16T | 0.76 58.83
e [ RETIoR | 0 | 0 | R e
o 20 17/0554T 094 1.80 37.17 9.4
7/006T | 118 22.60
8 70187 [ 1 200 550 12.5
16 [7/02607 | 149 2.40 14.30 15.9
14 [7/0254T| 188 272 9.07 23
30 |7/0.254T| 0.6 110 352.96 3.0
28 | 7/032T | 0.2 115 20851 4.0
26 | 7/040T | _0.40 120 128.73 53
Solid 24 7/051T | 0.51 135 82.23 7.2
ChA 22 7/0.64T 0.64 033 042 1.45 52,63 3.000 9.4
= 20 7/081T | 0.8i ' ' 165 32.28 125
18 | 7/0.02T | _1.02 185 18,38 15.9
16 7/029T | 129 2.10 13.16
14 [ 7/070T | 170 254 7.70
28 | 7/0127T | 0.39 125 220.20 3.0
ae 26 7/0.16T | 048 135 138.20 40
> 24 | 7/020T | 06 145 85.90 5.3
(Hwrape) | 22 [7/0.254T7 | o076 | 0.33 | 0.42 160 5350 | 3000 72
20 | 7/032T | 098 182 32.00
18 | 7/0254T| 115 199 22.90
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