UL Wire, UL Style No.1015 Insulation Electric Wire (Single Conductor) 13

Construction and Characteristics

@ Young Won Electronic. Co.

&® 25 Use
- Y|, HRp7|7| LIREME
Inside wiring of electric and electronic machines

& 4 Ratings
- (UL)105T 600V

\ \
Hx| =

PVC Conductor

& HAM Flame retardant
- VWA, FT-1 258t

Satisfies VW-1 and FT-1 grade
¢ 814 Standard
- UL subject 758, 1581

@ 2I=7|2 Certification Agency
- UL Underwriters Laboratories Inc.

Z=X| Conductor HAK| insulation MM | Lyt M2
F [ maem | moc % AC | Allowable
=1s] B -_s o, | EAFH | BREA | 2@ | Lo ingtang | Current
Type | Construction Digr%ete'r Min.thick | Ave.thick | Diameter | 5 o0 Voltage | (reference)
AWG size | No/mm mm mm mm mm Q/km V/1mim A
28 7/0100T 0.38 1.92 223.70
26 7/016T 0.48 2.02 139,72 5.8
11/016 T 0.61 2.15 89.03 76
24 [77/020T | 0.6 2.15 85.93 :
9 17/016 T 0.76 2.30 58.83 100
7/0.254 T 0,78 2.32 53.27 :
Standed 21/018T | 0.95 0.69 0.77 2.49 36.66 6.000 31
M 20 [90/0.254T| 094 2.48 3717 :
1 41/0.16T | 118 272 | 2260 72
8 [ 34/018T | 12 275 :
16 26/0.254 T 1,49 3.03 14,30 228
14 41/0.254T 1.88 3.42 9.07 30.4
12 65/0.254T 2.42 3.96 5.40 40.6
10 105/0.2547| 3.03 457 3.46 55.3
28 1/0.32T 0.32 1.86 208,51 3.0
26 1/040T 0.40 194 128.73 5.8
24 1/051T 0.51 2.05 82.23 7.6
22 1/0.64 T 0.64 218 52.63 10.0
Solid 20 1/0.81T 0.81 069 077 2.35 32.28 6.000 13.1
e 18 | 1/102T | 102 : : 256 | 18.38 72
== 16 11297 1.29 2.83 13.16 22.8
14 11707 1.70 3.24 7.70 30.4
12 1/210T 210 3.64 5.04 40.6
10 1/260T 2.60 414 3.29 55.3
28 7/0.127 M 0.39 1.93 220,20
26 7/016 M 0.48 2.02 138.20 5.8
TA-SC 24 | 7/0203M | 0861 2.15 85.90 76
(Hiwrape) [ 22 | 7/0.254M | 0.76 0.69 0.77 2.30 5350 | 6.000 10.0
20 10/0.254 M 0.91 2.45 36.10 130
7/0.32M 0.98 2.52 32.00 .
18 16/0.254 M 115 2,69 22,90 17.2
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